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FB Drop Forged Link Chains for  
longer lifetime and cost savings.

FEATURES BENEFITS

• 

• 

• 

the link and pin  

• superior wear resistance,  

•  
   rough applications and conditions 

•  

• 

• runs well in impure and  
  hot environments

TECHNICAL DIMENSIONS

Chain Pitch  
mm

Width  
mm

Height  
mm

Pin Ø  
mm

Breaking load 
kN

Weight  
kg/m

142 N 142 42 50 25 300 9,5

142 V 142 62 50 25 450 14,5

260 260 70 75 40 750 25,2

FB T260 Drop Forged Link Chain

Components Material Heat treatment Hardness/HRC

Link 17NiCRMo5 CH 58 ± 2

Pin 18CrNiMo7-6 CH 60 ± 2

Locking ring 20MnCr5/CK15 CH 50 ± 2

FB T142N/T142V Drop Forged Link Chain 

Components Material Heat treatment Hardness/HRC

Link 142N 20MnCr5 CH 58 +/-1

Link 142V 20MnCr5 CH 58 +/-1

Pin 18CrNiMo7-6 CH 60 ± 2

Circlip S235 Zn coated   

Pin AISI 420 QT+IH 50 ± 2

Circlip AISI 304   

SPROCKETS AND TRAILERS FOR DROP FORGED LINK CHAINS

Standard keyways acc. to DIN 6885

TECHNICAL DATA

Body Structure Materials

Solid, split S355, Hardox 400,
 AISI 304/316
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